
Technical Specifications



Infrared light

Night view switch

Lens

Audio recording key

Switch key

HDMI interface

Video recording key

Stop & right selecting key

Up move selecting key

Menu key / replay key

Down move selecting key

F1 Pro - Camera
The F1 Pro is an all in one, HD, Infrared video recorder 

with on board intelligent and secure encrypted enabled 

software. The system is UK Home Office compliant. 

This system has been developed for the professional to 

ensure secure critical video and audio capture. It’s light-

weight robust design and technical features make it the 

premiere body worn video solution on the market.

The FI Pro can be mounted on a variety of positions 

including the shoulder lapel, chest or use in a vehicle 

amongst many others. 

F1 Pro - Specifications
Pixel: 5 million Color CMOS

Visual angle: 170º

Battery capacity: 1000mAH polymer Lithium battery

Consumed current: 570mA / 3.7V(max)

Battery time: (3-3.5) hours continuous video recording 

Up to 12 hours continuous recording with

additional battery pack

Standby time: Approx 120 hours

Charging time: 3 hours

File storage: 30/15 min video segments

Distance of remote control: 6m(max)

Storage capacity: 16Gb internal memory

Storage temperature: -20ºC - 60ºC

Operating temperature: -10ºC - 50ºC

Operating humidity: 15-85% RH

Video format: MOV

Photo format: JPEG

Audio format: WAV

Video resolution: 1080P(1920*1080) / 960P (1280*960) 

/ 720P (1280 * 720) / WVGA (848 * 480)

USB specification: USB 2.0

Operating platforms: Windows XP, Vista, Win 7 & 8

Weight: 100g

Size: 71mm * 58mm * 30mm


